
Weight:   31,400#

Dimension:   30'6" (L), 8'6" (W), 12'6" (H, travel)

Drilling:   Auger (100'), Mud Rotary (400')

Rod String:   20' Maximum

Winches:   Lifting (2), Wire Line (1), Safety (1)

Hammer:   140#, Automatic Hammer

Sampling:   SPT, Brass Push, Shelby Tube, 

  Punch Core, Diamond Core

Weight:   49,900#

Dimension:   38'0" (L), 8'0" (W), 13'6" (H, travel)

Drilling:   Auger (200'), Mud Rotary (600')

Rod String:   20' Maximum

Winches: 
  Main (1), Lifting (2), Wire Line (1), 

  Safety (1)

Hammer:   140#, Safety Hammer

Sampling:   SPT, Brass push, Shelby Tube, 

  Punch Core, Diamond Core

Weight:   40,000#

Dimension:   33'8" (L), 8'0" (W), 12'9" (H travel)

Drilling:   Auger (200'), Mud Rotary (600')

Rod String:  20' Maximum

Winches: 
  Main Line (1), Wire Line (1), Lifting (2), 

  Safety Driver (1)

Hammer:   140# Automatic Hammer

Sampling:   SPT, Brass push, Shelby Tube, 

  Punch Core, Diamond Core
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         Truck  Mounted  Drill  Rigs

Acker Drill,   Quantity: 3
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B-60:  Mobile B-60Drill,   Quantity: 1
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B-80: Mobile B-80 Drill,   Quantity: 2

                  Safety   Quality   Value



Weight:   50,000#

Dimension:   33'3" (L), 8'0" (W), 13'2" (H, travel)

Drilling:   Auger (100'), Mud Rotary (600')

Rod String:   25' Maximum

Winches:   Lifting (1), Main Line (1), Safety (1)

Hammer:   140#, Automatic Hammer

Sampling:   SPT, Brass Push, Shelby Tube, 

  Punch Core, Diamond Core

                  Safety   Quality   Value

CS-2000 Drill,   Quantity: 1
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         Truck  Mounted  Drill  Rigs


